Zmena hesla
WI-Fi siete

-




1. krok: Uvod

Otvorte si lubovol'ny internetovy prehliadac (napriklad Chrome, Firefox
alebo Internet Explorer)

Do prehliadaca zadajte IP adresu 192.168.0.1

- ak by Vam nezobrazilo prihlasovacie okno, vyskusajte adresu 192.168.1.1

5 Google = 4

Gmail Obrazky == Prihlasit' sa

Stlacte klavesu Enter




2. krok: Prihlasenie

- Dostavate sa na prihlasovaciu obrazovku do rozhrania Vasho routra, kde je
potrebné zadat prihlasovacie meno a heslo

- Vyplnte prihlasovacie meno a heslo - do oboch poli napiste ,admin“ bez

uvodzoviek ako vidite na prilozenom obrazku,
- Prihlasovacie rozhranie sa moze v niektorych pripadoch mierne lisit od uvedeného prikladu
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3. krok: Prechod do nastavenia Wi-Fi

- Po prihlaseni je potrebné z bocného menu vybrat ,Wireless*

300M Wireless N Router

Model No. TL-WRE41N / TL-WR841ND

Status
Quick Setup
WPS
Network

LHLE
Forwarding
Security

Parental Control
Access Control
Advanced Routing
Bandwidth Control
IP & MAC Binding
Dynamic DNS
System Tools

Logout

Firmware \ersion:

Hardware Version:

3.16.9 Build 150104 Rel.53205n
WRE41N va 00000000

MAC Address:
IP Address:
Subnet Mask:

CO-4A-00-F1-4D-FC
192.168.0.2
255.255.255.0

Wireless

Wireless Radio:
Name (SSID):
Mode:

Channel Width:
Channel:

MAC Addrass:

Enable

Wifi_hore

11bgn mixed

Automatic

Auto (Current channel 11)

-4 A-00-F1-4N-F

Status Help

The Status page displays the Router's
current status and configuration. All
information is read-only.

LAN - The following parameters apply to
the LAN port of the Router You can
configure them in the Network -» LAN
page.

+ MAC Address - The physical
address of the Router, as seen
from the LAN.

« |P Address - The LAM IP
address ofthe Router.

= Subnet Mask - The subnet mask
associated with LAN IP address.

Wireless - These are the current
seftings or information for Wireless. You
can configure them in the Wireless >
Wireless Settings page.

= Wireless Radio - Indicates
whether the wireless radio
feature of the Router is enabled
or disabled.

* Name (SSID) - The SSID of the
Router.

= Mode - The current wireless

mmAn wskisk HRa Diacdar wosrbe




4. krok: Zmena SSID - pomenovania siete

Dostavate sa do rozhrania, v
ktorom je mozné zmenit nazov
Vasej siete

Ak teda chcete zmenit nazov
siete, napiste novy nazov do
kolonky Wireless Network Name

- Ak ste menili nazov, ulozte Vase
nové nastavenie kliknutim na
tlacidlo ,Save“

Ak nazov nechcete menit,
pokracujte na d'alsi krok

TP-LINKC

Status

Quick Setup

WPS

Network

Wireless

- Wireless Settings

- Wireless Security

- Wireless MAC Filtering
- Wireless Advanced
- Wireless Statistics
DHCP

Forwarding

Security

Parental Control
Access Control
Advanced Routing
Bandwidth Control
IP & MAC Binding
Dynamic DN S

System Tools

300M Wireless N Router
Model No. TLWR241N | TL-WR241ND

Wireless Settings

Warning:

Mode:
Channel Width:

Channel:

United States

Ensure you select a correct country to conform local law.
Incorrect settings may cause interference.

| 11bgn mixed ol

Enable Wireless Router Radio
Enable 351D Broadcast
[] Enable WDS Bridging




5. krok: Zmena hesla

V 'avom menu kliknite na volbu
,Wireless Settings*“

Pre zmenu hesla je potrebné
prepisat heslo v riadku ,Wireless

Password*
- Heslo musi mat minimalne 8 znakov

Pokracujte ulozenim kliknutim
na tlacidlo ,Save“ v spodnej casti
obrazovky

Router sa restartuje a heslo je
zmeneneé

TP-LINKC

Status
Quick Setup
WPS
Network
Wireless

- Wireless Settinas

- Wireless Advanced
- Wireless Statistics
DHCP

Forwarding

Security

Parental Control
Access Control
Advanced Routing
Bandwidth Control
IP & MAC Binding
Dynamic DN S

System Tools

300M Wireless N Router
Model No. TLWR241N | TL-WR241ND

Wireless Security

() Disable Security

@ WPA/WPA2 - Personal(Recommended)

Version: | wpA2-PSK >
Encryption: __aes |

Wireless Password: Vage-heslo

N IR R ¥y or Hexadecimal characters betwer

Group Key Update Period: I:I Seconds

(Keep it default if you are not sure, minimum is 30, 0 means no update)

) WPAWPA2 - Enterprise

Version:
Encryption:

Radius Server IP:
Radius Port: 1812 (1-65535, 0 stands for default port 1812)

Radius Password:

Group Key Update Period: (in second, minimum is 30, 0 means no update)




6. krok: Zmena hesla vo Vasich zariadeniach

- Po zmene mena siete, alebo hesla je samozrejme nutné sa do Vasej
Wi-Fi siete prihlasit s novymi prihlasovacimi tdajmi




